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PC/ABS && (DY-1231)

PC/ABS Alloy (DY-1231)
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General Information

REIE o SiEl High Flow
Features o R~TfasE Good Dimensional Stability
Sz ] o IR VRAEHRF
Uses e Telephone Car parts
G o fi ¥
Forms e Pellets
LI o 1%
Processing Method e Injection Molding
7=k Re
Typical Properties
Dby M oA SR
Test standard Test Condition Typical Value
i Eih s 3
SRR ASTM D1238 260°C/2.16kg 12g/10min
Melt Flow Index
J =3 R
%ﬂ.ﬁﬁa - }E, . ASTM D792 23°C 1.08g/cm?*
Physical Specific Gravity
i) 2
Ekiqﬁﬁi ASTM D955 23°C 0.3-0.5%
Mold Shrinkage
?j{ﬁﬂﬁ}ﬁ ASTM D638 50mm/min 52MPa
Tensile Strength
bR 224 . 2%
Lﬁ%,ﬁaﬁz ) ASTM D638 50mm/min 25%
Tensile Elongation
pan
Jrppgy o IRE ASTM D790 2.0mm/min 88MPa
. Flexural Strength
Mechanical — fHE
IR ASTM D790 2.0mm/min 2450MPa
Flexural Modulus
R R O ot iR
Izod Notched Impact ~ ASTM D256 23°C 380J/m
Strength
AT (RIB K)
J b .
RiERE Heat Deflection ASTM D648 0.45MPa 108°C
Thermal Temperature
(Unannealed)
BRIR PEAME Flammability — UL-94 - HB
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Processing Guidelines

TRRAAT
Drying

80°C, 4.0h

Ja B

Rear Temperature

220°C-240°C

Hh B
Middle Temperature

230°C-250°C

i BUREE

Front Temperature

240°C-260°C

M R Ik L

Nozzle Temperature

240°C-260°C

A TR

Melt Temperature

230°C-250°C

PR

60°C-80C

Mold Temperature
1=

ki 0.3-0.6MPa
Back pressure
LS j

ATHR 40-60rpm
Screw Speed

ZIE:
Note:

L. Ay iy s = SR, (IS

%, MBS bR

All data are typical values from laboratory. The data are used for reference only, not as production

standard.

2. PRI I G AR AT AR AT R

Avoid contact with other materlals, dust and debris in the injection processing.

3. V1 BRI e G AR I TRl B AR BRAT

Avoid long time stay in the barrel in the injection processing.



( PLASTICS
B AELHEERWANE

I HEERR o AR —

BERE EERE #im
230-250°C  240-260°C 60-80°C

=)

'

EEalE SRaE #RaE
220-240°C  230-250°C  240-260°C



